
Landing valves

Landing valves (fire valves) are used basically for attachment of hoses with branchpipes in rising mains "dry" and

"wet/dry". Valves with position sensor are also installed for example as remote control for filling and emptying

station according to DIN 14463 in rising mains "wet/dry".

Safety valves with air-bleeder and non-return valve are for use in drinking water main "wet" according to DIN

1988 part 6, in particular for self-help use.

Aluminium alloys (A)

Copper alloys (C)

Landing valves (fire valves) with 30° outlet

Storz System Connection or thread

7000 B

7000 A
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A602616930,50060102110D-AluG 1 A

A601364930,75060102110D-MSG 1 A

A402654930,4506075110G 1 AG 1 A

A4) DIN 14461 T3606155930,92080120132D-MSG 1 A

A4) DIN 14461 T3606156930,80080140132Verschr. DN 19G 1 A

A4) DIN 14461 T3606422930,82580140132Verschr. DN 25G 1 A

A4) DIN 14461 T3303939930,70080100132G 1 AG 1 A

AOutlet 15°605506930,7508090140G 1 AG 1¼ A

A602618931,2008013514038-AluG 1½ A

C602618991,6008013514038-MSG 1½ A

A402660931,30098138140C-AluG 1½ A

A402658931,06080110140G 1½ AG 1½ A

C606552991,90010013015545-AluG 2 A

CDIN 14461 T3604845991,800100160155C-AluG 2 A

ADIN 14461 T3604845932,280100160155C-MSG 2 A1/2
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CPN 10605583991,750100160155C-AluG 2 A

APN 40302757932,200100160155C-MSG 2 A

C606552991,90010013015545-AluG 2 A

A6)605736932,510100160155C-MSG 2 A

C1) DIN 14461 T3605133991,920100160155C-AluG 2 A

A1) DIN 14461 T3605133932,450100160155C-MSG 2 A

C2) DIN 14461 T3605481991,930100160155C-AluG 2 A

A2) DIN 14461 T3605481932,475100160155C-MSG 2 A

C3) DIN 14461 T3605662991,945100160155C-AluG 2 A

A3) DIN 14461 T3605662932,490100160155C-MSG 2 A

A604042931,95010016015565-AluG 2 A

A402236931,600100130155G 2 AG 2 A

A4)606157932,650100161155C-MSG 2 A

A4)303972931,800100131155G 2 AG 2 A

A402661933,10011818218565-AluG 2½ A

A604612933,90011818218565-MSG 2½ A

CDIN 14461 T3604857993,100128182185B-AluG 2½ A

ADIN 14461 T3604857933,500128182185B-MSG 2½ A

A404576932,600100152185G 2½ AG 2½ A

C5)605838992,665128182185B-AluG 2½ A

Additional sizes and styles (also 7000 B chrome plated) on request.
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